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150 N
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250 N

300 N
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450 N
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350 N

650 N

Kg

Kg

Kg

min max

min max

min max

2.2 3.61.1 1.8

3.5 5.1

4.7 6.5

1.7 2.5

2.3 3.2

6.3 8.1

7.7 9.5

3.1 4.0

3.8 4.7

8.9 11.04.4 5.5

10.3 12.35.1 6.1

11.7 13.75.8 6.8

12.9 14.86.4 7.2

14.4 16.17.2 8.0

15.7 17.38.6 8.6

3.6 5.21.8 2.6

5.1 6.72.5 3.4

6.3 8.23.0 4.1

8.1 10.14.0 5.0

9.8 11.74.9 5.8

11.4 13.35.7 6.1

12.7 14.66.3 7.3

14.0 15.97.0 7.9

15.6 17.57.8 8.7

17.2 19.0

18.9 20.7

8.6 9.5

9.4 10.3

2.3 3.4

3.3 4.9

4.3 6.1

1.1 1.7

1.6 2.4

2.1 3.0

5.7 7.3

6.9 8.9

8.1 10.5

2.8 3.6

3.4 4.4

4.0 5.2

9.5 12.0

10.9 13.0

12.1 13.8

4.7 6.0

5.4 7.5

6.0 6.9

13.2 14.8

14.2 15.8

6.6 7.4

7.1 7.9

Kg

Kg

Kg

min max

min max

min max
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150 N

200 N

250 N

300 N

400 N

450 N

500 N

550 N

600 N

350 N

650 N

Kg
min max

0.0 3.3

3.3 4.1

4.0 5.1

0.0 1.6

1.6 2.0

2.0 2.5

5.0 6.3

6.1 7.5

7.1 8.6

2.5 3.1

3.0 3.7

3.5 4.3

8.2 9.9

9.5 11.1

10.5 12.1

4.1 4.9

4.7 5.5

5.2 6.0

11.5 13.3

12.7 14.5

5.7 7.4

6.3 7.2

Kg
min max

1 EVO 2 EVO

150 N

200 N

250 N

300 N

400 N

450 N

500 N

550 N

600 N

350 N

650 N

72 0.0 0.0

0.0 4.0

3.8 4.8

4.4 5.6

5.2 6.4

6.2 7.6

7.2 8.4

8.0 9.3

8.8 10.0

9.6 10.9

10.5 12.0

Kg
min max

Kg
min max

1 EVO   

0.0 0.0

0.0 2.0

1.9 2.4

2.2 2.8

2.6 3.2

3.1 3.8

3.6 4.2

4.0 4.6

4.4 5.0

4.8 5.5

5.3 6.0

2 EVO   


